
PERIMETER 
COOLERS 

Contained Cooling 

SilverLiningsSystems.com 

Silver Linings Systems’ Perimeter Coolers prevent downtime 
with efficient and dependable cooling for contained data 
center schemes.  Protect your operation with fast setup and 
connection at the end of a hot or cold aisle. 

https://silverliningssystems.com/


Get the right protection for your data center. 

Contact us at 262-612-1355 or info@silverliningssystems.com 

9625 55th St., Kenosha, WI 53144 

17.5 ft.2, 60 kW Cooler  

Input Power: 230V, 3f, 3 kW 

Cold/Hot Aisle Temp: 77⁰F / 95⁰F  (25⁰C / 35⁰C ) 

Supply/Return Water 
@ 36 GPM: 

65⁰F / 78⁰F (18 ⁰C / 25.5⁰C)  

Fluid Connections: 2” Grooved Pipe 

Coolant Medium: 30% (Vol) Propylene Glycol / 
Water Solution;  8.5 < pH < 9.5 

Forced Air System: (2) 630mm Diameter EC Fans, 
Speed-Controlled 

Gross Weight: 1,300 lbs. 

Controls 
230-Volt 
Power 

Dust 
Mitigation 

Component Overview 

Stable Base 

Surrounding 
Airflow 

Restriction Plates 

• Placed at end of cold or hot aisle 
• Efficient cooling with I/ O Point Indeces for: 

• Fan Power 
• Fan Speed 
• Fan Fault 
• Water & Air Temps 
(See BACNET BMS for details) 

• Pairs with chiller and/or fluid cooler 
• Fast setup 
• Custom designs available 

Fluid Connections 

Speed-Controlled 
Fans 

Efficiently cool your contained data center 
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Plan View: 
Aisle Containment 
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